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• Always respect the garment instructions
• Wash warm up to 180°F/80°C
• Allow 24 hours after application before first wash
• Avoid the use of strong chemicals
• Wash inside out to extend the design’s life
• Do not bleach
• Storage life recommendation is up to one year
• Store product in dry room with 60°-85°F / 15°-30°C
• Keep away from sunlight in a vertical position

CARE & MAINTENANCE

• Soft, semi-gloss finish vinyl
• Perfect for promotional garments, sportswear & fashion
• Easy to cut, weed, and peel cold 
• High washing and abrasion resistance
• Wide range of colors, including fluo colors
• Very comfortable to wear, can barely feel it on the textile

PRODUCT HIGHLIGHTS

NOTE: We highly recommend that you perform tests before production.

WATER BASED No

COMPOSITION PU

THICKNESS 55 micron

CARRIER Adhesive & Transparent Polyester

CUTTING Flex 45° blade

CERTIFICATIONS
OEKO TEX std 100 Class I
Class II: . Ref 431, 426, 411, 432
Vegan certified

APPLICATIONS Cotton, Polyester, Acrylic, Blends
Without repellent treatment

TEMPERATURE 320ºF / 150°C  20 Sec

PRESSURE Medium

PEEL Cold

SPECIFICATIONS

APPLICATION INSTRUCTIONS

STEP 1 - Set design to cut, mirror on
STEP 2 - Easily weed excess material
STEP 3 - Set heat, time and pressure
STEP 4 - Pre-press garment
STEP 5 - Apply then peel cold
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OUR THINNEST HEAT TRANSFER VINYL
Super thin PU with semi matte finish, perfect for small details with the widest color selections available. 

Stretchable HTV recommended for work wear, fashion garments and sportswear.


